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EcoDry Canopy Clothes Lines Installation
Instructions
Important Safety Information:

 Always wear appropriate safety gear: Gloves, safety glasses, and sturdy
footwear.

 Ensure there is no hidden utilities: Before drilling, ensure there are no
pipes, wires, or other utilities behind the wall.

 Use appropriate tools: Incorrect tools can damage the product or cause
injury.

 Ensure a stable work surface: Use a ladder or scaffolding that is level
and secure.

 If unsure, consult a professional: If you are not comfortable with any
part of the installation, contact a qualified contractor.



Tools Required:
 Hammer action Drill
 Drill Driver
 10mm masonry drill bit
 Hammer
 Snips
 Measuring tape
 Level
 Pencil or marker
 10mm socket or spanner
 13mm socket
 8mm Socket
 17mm spanner

 Step Ladder

Parts List:
 EcoDry Canopy Frame
 Polycarbonate Roof Panels
 Clothesline and Nylon clothesline protecter.
 Fasteners (bolts, wall anchors, line ties, tek screws)
 Instruction Manual (this document)

Installation Steps:



1. Prepare the Wall:
 Choose Location: Select a suitable location on a stable wall.
 Measure and Mark: Measure the desired height and width of the canopy.

Use a level to mark the position of the wall mounting bolts.
(PLEASE SEE TEMPLATE WITH MEASUREMENTS ON THE LAST PAGE)

 Check for Level: Ensure the marked lines are level.
(IT HELPS TO MARK OUT THE TOP HOLES FIRST AND THE BOTTOM HOLES CAN BE
MARKED AND DRILLED WITH THE FRAME IN PLACE)

2. Prepare Wall Mounting Brackets:

With the 10mm socket or spanner tighten the M6 bolt on the bottom hole in each
frame

3. Install Wall Mounting Brackets:
 Drill Pilot Holes: Drill pilot holes at the marked locations using the

appropriate masonry drill bit.



 Insert Wall Anchors: Insert wall anchors into the pilot holes.
 Attach Brackets: Secure the frame to the wall using the anchor bolts.

4. Assemble the Canopy Frame:
Connect Sections:

Starting with the end frame - Insert the coach bolts into the top two holes
of the frame. Attach the crossbar underneath (ensure you use the side

Bar end with the indent is for
the middle frame. When
installing any unit with a center
support both ends with the
indent must meet in the
middle.



with no indent) and add the spacer plate provided. Hand tighten the
nuts.

Insert the coach bolt into the first hole on the middle frame and using the
using the spacer plate as seen below hand tighten the bolt.



Insert the cross bar into the middle frame from the right-hand side



and lock together using the spacer plate.



Repeat for the
next two rows.

Tighten all bolts
securely using a
13mm socket.



Insert the nylon clothesline protectors
into the frame.

 4. Install the Polycarbonate Roof Panels:
 Attach the polycarbonate sheets using the tek screws. The tek
screws are attached to the valley of the polycarbonate sheet and
through the steel frame.

The first row goes in between the
coach bolts and the first valley in the
sheet as shown.

Use one
overlap on the sheets



5. Install the Clothes Line:
 Insert the line in through the nylon clothesline protectors creating a loop

on the back two rows.
 Repeat process for the front two rows.
 Tension the line by hand and grip the looped line with the fastener

provided

Troubleshooting:
 Loose Line: If the clothesline becomes loose, adjust the tensioners.

Frame measurements for wall
fixings

From the table below you can calculate the finish height for your unit and the height
for the first hole marking on the wall.

Height from ground to bottom of
unit

Height from ground to top wall
fixing

Feet & Inches Centimetres Centimetres
5' 6" 167.64 212.64
5' 7" 170.18 215.18
5' 8" 172.72 217.72
5' 9" 175.26 220.26
5' 10" 177.8 222.8
5' 11" 180.34 225.34
6' 0" 182.88 227.88
6' 1" 185.42 230.42
6' 2" 187.96 232.96
6' 3" 190.5 235.5
6' 4" 193.04 238.04

Distances between holes for the different size units.








